Annex Y

Sound absorption coefficient according to ISO 354, DIN EN ISO 11654, ASTM C 423
On behalf of:  EGETAPPER A/S, INDUSTRIVEJ NORD 25, DK-7400 HERNING

Object: -

Graphic 80/20 1100 LWT

Assembly:

Bale: 357049960108471475
Item: 188001100400
Batchno.: 1009879-00-01
Dim.: 4000/3000mm

Sound absorption coefficient ag
according to DIN EN ISO 354

e =

Frequency O [ |

Mz | 1 L]

100 0,00 16 | | : ;

125 0,03 - 1

160 0,02 g i |

200 0,03 £ 08 :

250 0,04 S

315 0,06 &

400 0,09 3 06 E 1 ‘

500 0,12 5 i ' ‘

630 | 0,16 8 : |

800 0,22 g 0.4 i ‘

1000 0,31 ® ; }

1250 0,42 | i

1600 0,52 0.2 s

2000 | 0,60 o o |

2500 062 0.0 —T | TAESM(, Ral:.lm L'aboirA‘I‘?.L ‘Gmb‘H 2(:)24 |

3150 0,64 125 250 500 1000 2000 4000

4000 0,66

T ki frequency [Hz]

Practical Sound absorption coefficient
ap according to
DIN EN ISO 11654

ooyl e Parametors aftor ASTM 423 | o chambers  ARL Gt
125 0,00 NRC = 0,25 Volume: 205 m?
250 0,05 SAA = 0,27 Specimen size: 12 m?
15005’0 g;g Parameters after DIN EN ISO 11654 L‘L’I'“m'i’;i't;t:”"" ;2; o
2000 0,60 Oy = 0,20
4000 0,65 Sound Absorption Class E
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